Prepatové ochrany prenosu datovych a informacnych signalov

HT-NET PoE+ 6cat 802.3at

e Urcené pre ochranu a bezchybny prenos dat v ramci pocitacovych
sieti 6. kategdrie, normativna zhoda s kategériou 6A/EA, ISO/IEC

11801.
* Moznost vyuzitia PoE+ podla IEEE 802.3at.

e Chrani vstup elektrického obvodu sietovych kariet proti
poskodeniu spésobenému prepatovymi vplyvmi v ramci LPZ
konceptu narozhrani LPZ 1 - LPZ 3.

Type

Kategoéria testovania podla STN EN 61643-21 +A1,A2
Spobsob pripojenia

Menovité prevadzkové napatie DC

NajvysSie trvalé prevadzkové napatie DC
Najvyssie trvalé prevadzkové napéatie AC
Menovity zatazovaci prad

C1 Menovity vybojovy prad (8/20) line/line

C2 Menovity vybojovy prud (8/20)

C2 Napétova ochrannd hladina pri |, (line/line)
C2 Napatova ochrannd hladina pri |, (line/PE)
C3 Napétova ochranna hladina pri 1 kV/ps
Prenosova rychlost

Pracovna frekvencia

Zo6na ochrany pred bleskom

Material plzdra

Stuperi ochrany krytu

Pracovna teplota

Sposob montaze

Pracovna poloha

Miestna signalizacia

Dial'kova signalizacia

Normativna zhoda

PoE

Navrhnuté podl'a noriem

Ochrany pred prepatim zapojené do telekomunikaénych a signalnych sieti. Poziadavky

na sposobilost a skusobné metddy

Instaluje sa podl'a noriem
Ochrana pred bleskom
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¢ Je doporucené uzivat pri vstupe do chraneného zariadenia.
¢ Pripojenie pomocou konektora RJ45.
¢ Vysoka prenosova rychlost 500 Mbit/s.

HT-NET PoE+ 6cat 802.3at
C1,C2,C3
RJ45
Un 0+48V
Uc 58 V
Uc 41V
I, 1A
Iy 0,15 kA
1 kA
<150V
<700V
<120V
500 Mbit/s
B 0 + 500 MHz
LPZ 1-2,LPZ2-3
AIMgSi (EN AW 6060)
IP20
& -40+70°C
Na listu DIN 35 mm
Lubovol'na
Ziadna
No
Kat. 6A/EA, ISO/IEC 11801
IEEE 802.3at
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STN EN 61643-21:2002

IEC 62305:2010
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Hz in Hearts
Objednavacie, obalové a doplnkové data
Hmotnost’ m 140 g
Hmotnost (vratane obalu) m 155¢g
Rozmery balenia (V x Sx H) 34 x 126 x 88 mm
Objem balenia v 0,38 dm?
ETIM skupina EG000021
ETIM trieda EC000943
Colna nomenklatira 85363010
EAN kod 8590681110379
Katalégové cislo 57 102

There, in addition to the always up-to-date data sheet, you will also find all diagrams I I I| II || || | I| ||
and drawings, declarations of conformity, or 2D or 3D models and other necessary materials.
For more information, visit www.hakel.com 8590681110379

The link in the QR code leads to the online presentation of the HT-NET PoE+ 6cat 802.3at. ||I | |I ||

Vnutorna schéma zapojenia
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