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Ochranné oddelovacie transformatory pre zdravotnictvo hakEI
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MED ECO-line 5 kVA (400/230)

¢ Transformétory so znizenymi prevadzkovymi stratami,

¢ Transformatory maju zosilnend izolciu a tienenie medzi

skladanym jadrom a vertikalnou montazou, ktoré su uréené pre primarnym a sekundarnym vinutim.

napajanie zariadenia v miestnostiach pre lie¢ebné Gcely.
¢ Vdaka vyssej ucinnosti prevadzky pomahaju vyrazne Setrit
elektrickd energiu a tym zmiernovat dopady na ekonomiku aj

ekolégiu prevadzky.

¢ Vyraba sa s prevodom napatia 230 / 230 V alebo 400 /230 V,

¢ SU vybavené dvoma cidlami teploty PT100, vdaka comu lepSie
spolupracuju so strazi¢mi izola¢ného stavu HAKEL ISOLGUARD
a poskytuju najlepsi mozny zaklad pre meranie izola¢ného stavu
a oteplenia transformatora.

¢ Moznost dodania v ocelovom kryte s krytim IP23.

frekvenciou 50 / 60 Hz, krytim 1P0O, svorkami IP20, triedou izolacie

F (155 °C), maximalnou dovolenou teplotou okolia 55 °C.

Type

Primarne napéjacie napatie AC
Napatie sekundaru AC

Vykon

Prevedenie transformatora
Frekvencia

Zabudované teplotné ¢idlo

V ocel'ovom kryte

Trieda ochrany podlia STN EN 61140
Trieda izolacie

Pracovna teplota

Stuperi ochrany krytu

Odolnost sekundaru proti skratu
Zapinaci prad

Rozsah upnutia svorky (pevny vodic)
Rozsah upnutia svorky (zlaneny vodi¢)
Doporuceny prierez pripojovacich vodic¢ov
Sirka

Vyska

Hibka

Napatie nakratko

Straty naprazdno

Celkové straty

Uginnost

Hluénost

Doporucené istenie
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MED ECO-line 5 kVA (400/230)
400V
230V
P 5000 W
Znizené prevadzkové straty
f 50 + 60 Hz
2x PT100
Ano
|
F
L} -25+55°C
IP23
Neodolné
Max. 8-nadsobok menovitého prudu
2,5+ 16 mm?
2,5+ 16 mm?
S 6 mm?
385 mm
525 mm
400 mm
Uy 2%
AP, 20 W
AP 125 W
n 97,6 %
<35dBA
25 A/gG
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Navrhnuté podl'a noriem
Osobitné poZiadavky na oddel'ovacie transformatory na napajanie zdravotnickych STN EN 61558-2-15:2012
priestorov a ich skusky
Bezpecnost vykonovych transformatorov, napajacich zdrojov, timiviek a podobnych STN EN 61558-1:2006
vyrobkov
Instaluje sa podl'a noriem
Elektrické instalacie nizkeho napétia - Zdravotnicke priestory STN 33 2000-7-710:2013
Elektricky rozvod v miestnostiach pre lekarske ucely CSN 33 2140, TNI 33 2140
Objednavacie, obalové a doplnkové data
Hmotnost m 63,9 kg
Colna nomenklatira 85043200
EAN kéd 8590681174340
Katalégové ¢islo 72 234/23/400

The link in the QR code leads to the online presentation of the MED ECO-line 5 kVA

(400/230).

There, in addition to the always up-to-date data sheet, you will also find all diagrams

and drawings, declarations of conformity, or 2D or 3D models and other necessary materials. 8590681174340

For more information, visit www.hakel.com
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